A® DOFLUID.

SOLENOID OPERATED
DIRECTIONAL VALVES

SPECIFICATIONS
DFA/B/C - 02 - 35(C) Series DFA/B/C - 03 - 35(H) Series
Model Standard Shockless Standard type Shockless
e e AC DC & RAC type
Velve Max. Max. Max. Max. Max. Max. Max. Max. Max. Max.
e operating flow operating flow operating flow operating flow operating flow
Sym bOI tppe pressure Z/min pressure Z/min pressure Z/min pressure Z/min pressure Z/min
v MPa (psi) | (gpm) MPa (psi) | (gpm) MPa (psi) | (gpm) MPa (psi) | (gpm) MPa (psi) | (gpm)
AB
b II
aVALE: 2B8
<5 PT 40
30 30 (10.6) 85 85
II a
II‘IﬂE 2B8L (7.9) (7.9) (22.5) (22.5)
PT
b TAII[IY 85
) | 2p8 (225)
PT
b 1 AB
Xz 2B2
PT 80
AB 11 R (21.1)
nlll | 2B2L
PT
b FAITIfFIYY 100
ol | 202 (26.4)
PT
" AB
AXHI W | 283
PT
AB
a 65
MYHITERS | 2B3L (17.1)
PT
b AB , a
AXHIK | 208
PT
b AB 35
PT
AB___ 25 35 35 25
Ml | 2B2BL (3620) (5070) (5070) (3620)
= 50 130 160 130
: p 3C11 (13.5) (34.3) (42.3) (34.3)
PT
b AB a
100
SXETRS | 3c2 (26.4)
PT
b AB a
3C9
PT
b AB a
3C41
PT
b AB a
3C40
PT
b AB a
3C12 A
PT 65(17.1)
b AB a DC:
AXTHITTR | 3c4 80 (21.1)
PT
b AB a
3C3
PT
a AB b
ARG | 3c60 | 25 | 90 25 25
PT (3620) | (13.2) 40 (3620) 70 (3620) 100 85
a AB b 35 (10.6) 35 (18.5) 35 (26.4) (22.5)
@[D]E[X]% 3C5 (Specified) (Specified) (Specified)
PT
DFA/B/C - 02 DFA/B/C - 03
AC DC solenoid AC DC solenoid
solenoid Built-in rectifier solenoid Built-in rectifier
AC X% RAC % DC X AC X RAC X DC X
Max. operating .
pressure P,A, B ports 35 MPa (5070 psi) (Note 1)
Max. 35:21 MPa (3040 psi) )
gSET'?,?Lbslseure T port 35C:16 MPa (2320 psi) 16 MPa (2320 psi)
Changeover Standard type 300 120 300 300 120 240
frequency (times/min) Shockless type - 120 - 120
Standard Indicator light L (Note 2) L
Shockless —_ S —_ S
Mass Double solenoids 1.8 (4.0) 2.0(4.4) 4.2(9.2) 5.0 (11)-35 5.6 (12.3)-35H
kg (Ibs) Single solenoid 1.4 (3.1) 1.5(3.3) 3.6 (7.9) 3.9(8.6)-35 4.2(9.2)-35H
Recom_mended Operating temperature range -20~70°C (-4 ~ 158°F) 5~60°C (41~ 140°F)
Z’Sﬁ;?t‘.i‘ﬁs Operating viscosity 15 ~ 300 mm?/s (80 ~ 1400 SUS)
Viscosity index 90 or above
Filtration 25 umorless
Note 1) Max. operating pressure differs depending on the valve type.
2)DFA:"L" is not standard.
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SOLENOID OPERATED
. DOFLLID. DIRECTIONAL VALVES
AR

SYMBOLS
b AB a AB AB AB AB
SXHITY| cAXTHM | MHITE AXIHI M| AT HTTERS
3C3 PT 2B3B PT 2B3BL PT 2B3 PT PT 2B3L
b AB a AB AB AB AB
BATETT| SAXEIw | MEITTES AN TS
T TT IT IT
3C2 PT 2B2B PT 2B2BL PT 2B2 PT PT 2B2L
b AB a b AB AB b IIAB ABI
T a I a
XN cAXINM | MRS AR A MRS
3C12 PT 2B12B PT 2B12BLP T 2B8 PT PT 2B8L
b AB a b AB AB b AB AB
a IT IT a
EAXIHITT| AXHM | MEITERS Al M[X]HEUE
3C4 PT 2B4B PT 2B4BL P T 2B12A PT PT 2B12AL
b AB a AB AB AB AB
SAXIBITRS| AXIEM | MBI, pa N MRS
T T IT IT
3C9 PT 2B9B PT 2B9BL PT 2B2A PT PT 2B2AL
a AB b AB b AB y AB AB
HIXRS| MBI | cALTRM AHHTIIM | MXIHHES
3C5 PT 2B5B PT 2B5BL PT 2B3A PT PT 2B3AL
a AB b AB b . AB y AB a b IIAB a
¥[ﬂ§<¥ ’V1I_I§<< 7[I‘I¥“ 7§<H1%75TIIT§
3C60 PT 2B60B P T 2B60BL PT 2D3 PT 2D8 PT
AB AB AB AB a
a b
[HIXR| MEIXES | ATHM AX ]
IT
3C25 PT 2B25B P T 2B25BL PT 2D2 PT
b AB a b AB AB
il a
X AXEIN | METTHTES
3C10 PT 2B10B PT 2B10BLP T
b AB a B AB AB .
c SO $3
XS cAXPE M iZilllas
3C40 PT 2B40B PT 2B40BLP T
b AB a b AB AB a
XIS cAXT I | MRS
3C11 PT 2B11B PT 2B11BLP T
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A@) DOFLUID.

SOLENOID OPERATED
DIRECTIONAL VALVES

Solenoid specifications
Solenoid classification AC solonoid
Power source C1/C3 C120 C2/C4 C5/C6
Voltage(V) AC110 AC120 AC120 AC220 AC240 AC240
Frequency(Hz) 50 60 60 50 60 50 60 60 50 60
. . DFA-02-35 2AH-C1/C3 2AH-C120 2AH-C2/C4 2AH-C5/C6
Solenoid coil type
DFB-02-35 2BH-C1/C3 2BH-C120 2BH-C2/C4 2BH-C5/C6
. Starting current(A) 2.2 2.0 2.2 2.0 1.8 1.1 1.0 1.1 1.0 0.9
s(;zze Holding current(A) 054 | 0.41 | 0.47 0.45 0.35 0.25 | 0.19 | 0.23 0.23 0.18
Holding electric power(W) 25 22 28 25 22 25 22 28 25 22
Permissible voltage range(V) 80 ~ 120 90 ~ 130 180 ~ 240 200 ~ 260
Insulation resistance(MQ) 100 or above (500V)
DFA-03-35 3AH-C1/C3 3AH-C120 3AH-C2/C4 2AH-C5/C6
Solenoid coil type
DFB-03-35 3BH-C1/C3 3BH-C120 3BH-C2/C4 2BH-C5/C6
. Starting current(A) 5.5 4.6 5.0 5.0 4.2 2.7 2.3 2.5 2.5 2.1
S(;Z3e Holding current(A) 11 | 086 | 1.0 0.9 0.71 0.52 | 0.42 | 0.48 0.4 0.33
Holding electric power(W) 36 34 42 36 34 36 34 32 36 34
Permissible voltage range(V) 80 ~ 120 90 ~ 130 180 ~ 240 200 ~ 260
Insulation resistance(MQ) 100 or above (500V)
Solenoid classification — — DC solenoid
Built-in rectifier
Power source R1/R3 R2/R4 D1 D2
Voltage(V) AC110 AC120 AC220 AC240 DC12 DC24
Frequency(Hz) 50/60 50/60 — —
. . DFA-02-35 2AF-R1/R3 2AF-R2/R4 2AF-D1 2AF-D2
Solenoid coil type
DFB-02-35 2BF-R1/R3 2BF-R2/R4 2BF-D1 2BF-D2
. Current(A) 0.31 0.32 0.15 0.16 2.5 1.25
S(;zze Holding electric power(W) 30 32 30 32 30 30
Permissible voltage range(V) 80 ~ 130 180 ~ 250 10.8~13.2 21.6~26.4
Insulation resistance(MQ) 100 or above (500V)
) ) DFA-03-35 3EA-R1/R3 3EA-R2/R4 3EA-D1 3EA-D2
Solenoid coil type
DFB-03-35 3EB-R1/R3 3EB-R2/R4 3EB-D1 3EB-D2
. Current(A) 0.46 0.49 0.22 0.24 3.0 1.5
S(;ge Holding electric power(W) 31 34 30 33 31 36
Permissible voltage range(V) 80 ~130 180 ~ 250 10.8~13.2 21.6~26.4
Insulation resistance(MQ) 100 or above (500V)
Solenoid classification AC solonoid
Power source C1/C3 C120 C2/C4 C5/C6
Voltage(V) AC110 AC120 AC120 AC220 AC240 AC240
Frequency(Hz) 50 60 60 50 60 50 60 60 50 60
. . DFA-03-35H 3EA-C1/C3 3EA-C120 3EA-C2/C4 3EA-C5/C6
Solenoid coil type
DFB-03-35H 3EB-C1/C3 3EB-C120 3EB-C2/C4 3EB-C5/C6
. Starting current(A) 5.3 4.5 5 5 4.2 2.6 2.2 2.4 2.5 2.1
85236 Holding current(A) 11 | 09 | 1.0 1.1 0.87 0.56 | 0.45 | 0.53 0.47 0.38
Holding electric power(W) 36 34 42 36 34 36 34 32 36 34
Permissible voltage range(V) 80 ~ 120 90 ~ 130 180 ~ 240 200 ~ 260
Insulation resistance(MQ) 100 or above (500V)
DC solenoid
Solenoid classification — —
Built-in rectifier
Power source R1/R3 R2 /R4 D1 D2
Voltage(V) AC110 AC120 AC220 AC240 DC12 DC24
Frequency(Hz) 50/60 50/60 - —
. . DFA-03-35H 3AF-R1/R3 3AF-R2/R4 3AF-D1 3AF-D2
Solenoid coil type DFB-03-35H 3BF-R1/R3 3BF-R2/R4 3BF-D1 3BF-D2
. Current(A) 0.42 0.46 0.21 0.23 3.2 1.6
S('ée Holding electric power(W) 31 34 30 33 30 30
Permissible voltage range(V) 80~ 130 180 ~ 250 10.8~13.2 21.6~26.4
Insulation resistance(M) 100 or above (500V)
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ZE SOLENOID OPERATED
. DOFLLID. DIRECTIONAL VALVES

S-DFA/B/C-02-%-AC/DC % -%-35(35C) DFA/B/C-03-%-AC %-%-35

DFA/B/C-03-%-AC %-%-35H

o ba

S-DFA/B/C-02-%-DC %-%-35 S-DFA/B/C-03-%-DC %-%-35 S-DFA/B/C-03-%-DC %-%-35H

ORDERING CODE

S-DF-A-02-3C2-A110-L - 35C - 00

L Manufacturing year
02: 2002
03: 2003

Designing number for high pressure

& high flow type:

35: Permissible back pressure 210bar

35H: Specially specified

35C: Permissible back pressure 160bar
(only for size 02)

L: With indicating light
No code: Without indicating light

Coil voltage:
AC: A110(50/60Hz) & A120(60Hz)=C1/C3
A120(50/60Hz)=C120
A220(50/60Hz) & A240(60Hz)=C2/C4
A240(50/60Hz)=C5/C6
DC: D12(D1), D24(D2), D36(D3) & D48(D4)
other DC voltage as requested
RAC:R110(50/60Hz) & R120(50/60Hz)=R1/R3
R220(60/60Hz) & R240(50/60Hz)=R2/R4
(W/Built-in rectifier, change AC into DC)

Spool type ( see spool symbol chart)

Nominal size:
02:1/4"
03:3/8"

Electrical conduit connection:
A: Hirschmann/DIN type

B: Joint box type

C:Lead wire type

DF: Wet type solenoid operated
directional valves

S: Shockless type
No code: Standard type
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iE SOLENOID OPERATED
. DOFLLUID. DIRECTIONAL VALVES

PERFORMANCE CURVE

Pressure drop characteristics

oo e 6 5 2 Model | Valvespooltype | P—A | P—B | A=T | B—T [ P—T
319 422 / / 2B8, 2B8L, 2D8 4 4 - - -
[/ /
200 2.0 2B2, 2B2L 2 2 2 2 —
261 1.8 /// / / 2D2 2 2 2 2 -
22 b1s ] 2B3, 2B3L, 2D3 1 1 1 1 -
203 114 11 8 717 DFA-02 3c3 1 1 1 1 1
174 412 DFB-02 | o355 98281, 3C2,3C40 | 2 2 2 2 -
/1/ DFC-02
145 11.0 / / SERIES 3C12, 3C41 2 2 1 2 -
116 108 7]/ 3C11 1 2 2 2 -
&7 106 ] 3C4 2 2 1 1 -
o6 104 3C60 6 6 5 5 3
2702 3C5 1 6 2 5 3
o% % 20 40 60 80 100 (/min) 3C9 1 1 2 2 -
0 5.3 10.6 15.9 214 26.4 (gpm)

Viscosity of hydraulic fluid 32 mm’/s {150 SUS}

Flow

Model Valve spool type P—A | P=B | A=T | B—T | P=T

(psi) (MPa) 7 5 4 2B8, 2B8L, 2D8 5 5 - - -
232 716 >9 2B2B _ 3 3 _ _
203 1.4 \’I >/ 2B2BL 3 - - 3 -
174 $1.2 / / 2B2, 2B2L, 2D2 3 3 4 4 -
145 11.0 / /s s 2B3, 2B3L 1 1 4 4 -
116 108 5 DFA-03 2D3 2 2 1 1 —
N DlFeE 3c12 3 3 1 3 -

87 106 2 DFC-03
N / g 3C11 1 3 3 3 -
' ] 3C3 1 1 1 1 1
2702 3C2, 3C41, 3C40 3 3 3 3 -
07 %0 40 60 8 100 120 140 160 (Zimin) 3C4 3 3 L 1 —
0 53 106 159 211 264 317 370 423 (gpm) 3C60 7 7 7 7 6
Flow 3C5 1 7 1 7 6
3C9 1 1 3 3 -

Viscosity of hydraulic fluid 32 mm’/s {150 SUS}
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A@) DOFLUID.

SOLENOID OPERATED
DIRECTIONAL VALVES

Pressure-Flow characteristics

- Standard type
ize
DFA/B/C-02-%-%-%-35(35C)
Flowway | b _ A[]B 2 a b Af[BL 5
(gpm)  (&Imin)
Spool type P LT P LT P LT 26.4 7100 1
2B8, 2B8L - 10 10
2D8 _ 9 9 2111 80 3 5
2B2, 2B2L 2 10 10 4
2D2 1 9 9 i 5
E 6
2B3, 2B3L 4 4 4 7
2D3 4 4 4 108740 s
2B2B 1 - 10 —
531 20 ‘; —
2B2BL 1 10 - \ ~2 |
3C12, 3C4 Note) 3(5) 10 10 s —
3C41, 3C11, 3C2, 3C40, 3C9 1 10 10 ol 0 20 035 (vPa)
0 1451 2903 4354 5070 (psi)
3C3 6 6 6 Pressure
3C60, 3C5 Note) 7(8) 10 10
- Shockless type
1ze
S-DFA/B/C-02-%-%-%-35(35C)
Flow way b A[]B Al ¥B a b A |B a
Spool type p LT p LT P LT
2B8, 2B8L - 15 15 (gom)  (&Imin)
13.2 1 50 il
2D8 - 14 14
2B2, 2B2L 11 15 15 S 12
2D2 1 14 14 ST NN\
2B3, 2B3L 1 " " 5371 20 \
2D3 11 " 1 261 10
15
2B2B 11 - 15 ol o
10 20 25 (MPa)
2B2BL 1 15 - 1451 2903 3620 (psi)
3C12, 3C4 12 15 15 Pressure
3C41, 3C11, 3C2, 3C40, 3C9 11 15 15
3C3 11 " "
3C60, 3C5 13 15 15
Standard type
Size y .
DFA/B/C-03-%-ACX-%-35/35H
Flow way b A[]B AlTB 4 b _AT|B a
Spool type P LT P LT P LT
288 - 6 5 _
(@om)  (&Imin)
2B8L - 5 6 37.0140
)
2D8 - 3 3 31.74120
2B2 1 5 5 2641100
2B2L 1 5 5 il e ANEN
: \
2B3 1 1 3 8 \\ 2
w159t 60
2B3L 1 3 1 s |\ \
10.61 40 —
2D2, 2D3 1 3 3 b e\,
2B2B 1 - 4 N e — !
2B2BL 1 2 — 0= 0 10 20 30 35 (MPa)
0 1451 2903 4354 5070 (psi)
3C12, 3C41, 3C2, 3C4, 3C40 1 4 4 Pressure
3C11 1 7 4
3C3 1 1 1
3C9 1 7 7
3C60, 3C5 2 2 2

Note) In the case of rectifier built-in type solenoid valve, pressure-flow characteristics becomes (5), (8).

Pressure-Flow characteristics

Size

Standard type

DFA/B/C-03-%-DC/RAC %-%-35/35H

Flow way

Spool type

a b AT |B a

P LT

—

2B8

2B8L

2D8

2B2

2B2L

2B3

2B3L

2D2, 2D3

2B2B

mwwwhmwmmF

2B2BL

3C12, 3C41, 3C2, 3C4, 3C40

3C1

3C3

=,

3C9

Alalalalalalalalala—a

7

3C60, 3C5

Note

-~

2(8)

N
D[N N[jo|a|] [wW]|w|lw o |~ lw|o|O

2(8)

Flow

-3

S
I
%

o \‘J/

30 (MPa)

0 1451

2903
Pressure

4354 (psi)

Size

Shockless type

S-DFA/B/C-03-%-DC%/RACX -%-35/35H

Flow way

Spool type

b A[]B

b AT B

P LT

=

2B8

2B8L

2D8

2B2

2B2L

2B3

2B3L

2D2, 2D3

WlWw|o(ldhlwio|lOg

2B2B

mwmwhmwmmF

2B2BL

3C12, 3C41, 3C2, 3C4, 3C40

3C1

3C3

Alalalalalalalala~

=,

3C9

1

N2 |~N|o|o

7

3C60, 3C5

Note) 2(8)

2(8)

2(8)

(gpm)

Flow

(//min)
37.0 7140

31.7 1120

26.4 1100

2111 80

15.9 T 60

10.6 T 40

53T 20

e

0 0

\
_> \5 \4

0 20

(MPa)

0

1451

Pressure

2903 (psi)

Note) In the case of rectifier built-in type solenoid valve, pressure-flow characteristics becomes (8).
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fE SOLENOID OPERATED
. DOFLLID. DIRECTIONAL VALVES

Installation Dimensions EESIETHE

Joint Box Type 35 (AC solenoid) 35 (AC solenoid)
DFB-02- % - % -35(35C) 35C (AC/DC solenoid) 35C (AC/DC solenoid)
|
37.5
(1.48)
|
#5.5
L s (Dia 0.22)
(2.60)
102.5 42 |
(4.04) 1445 (1.65)
(5.69)
2612 35 (AC solenoid) 35 (DC solenoid)
35C (AC/DC solenoid) - :
Indicator Light
) SOLb
]
4{(2@0) o N
- ‘1‘.78'% (g.%ig) - D ©;
| | VY
iy 1 #7.5 (Dia 0.30) Indicator Light | gs.
n SOLa (Dia 0.22)
(1.81) EL;\TJa?":prg:ation
35 (AC solenoid) 35 (AC solenoid)
DIN Type 35C (AC/DC solen0|d) 35C (AC/DC solenoid)
DFA-02- % - % -35(35C) g]:£<1 ) *‘ B]:_ _:lﬂ
,—il ,,,,so@,,,ﬁtﬁf,t‘ g =l _so_ ,:,: [ saa [
i DM S — ! ‘ —
= ezg {7 — eeg =
_| I_ ¢_5‘5 102.5 _|_ 102.5
e (Dia 0.22) (4.04) 205 (4.04)
(2.60) (8.07)
1025 39 _|
@0 45 (s 35 (DC solenoid)
(5.57) 47.8
]R1 88)

35 (AC solenoid)
35C (AC/DC solenoid)

1 )
BN —i(gﬂg) EIE}H o 3
47.6
- -— (1.67) (358)

T : e
255 | | 4(—)/ T T
(1.00) #7.5 (Dia 0.30 | sss
(Dia 0.22)
114.8 I 39 _|
131) Push pin for (4.52) (1.54)
manual _operation

Lead Wire Type Lead Wire Type
DFC-02-% -% -35

| @55
(Dia 0.22)

Copyright © 2007 DOFLUID All Rights Reserved.

No. 10, Lane 560, Chung-Cheng N. Rd., Sanchung City, Taipei, TAIWAN




iE SOLENOID OPERATED
. DOFLLID. DIRECTIONAL VALVES

Installation Dimensions

Joint Box Type
DFB-03- % - % -35H

2-G 112

AC solenoid DC solenoid
— =1 e
i & L )
(3.60) = [ ;
8 | 10 — SOLb Ll 7] soLa;_
b 4316(2-68) (4.29) = 7*&7‘77‘ : :
AN = - I -
: (1.?2)\ | o
|' - 2736 Push pin for .I - | 6 26.8
(2.76) manual operation 58

AC solenoid
T
—— 103.5
- (4.07) =
68 | 115 —
"I Tt (2:68)| (4.53) =
T 36 =
‘ (1.42)\ =
T { v
l.i 70 " | #68 | @68
(2.76) E’\uasnr:laFIm:J pﬂ;:atiOn 1 s | (02027) 1428 5o (Dia 0.27)
(5.24) 266 (228) (5.62) 56 (228)
(10.48) (11.24)
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A@) DOFLUID.

Installation Dimensions NSNS

SOLENOID OPERATED
DIRECTIONAL VALVES

Joint Box Type
DFB-03- % - % -35

©©

68 | 10
| —1(268) | (4.2
36

)

Lead Wire Type
DFC-03-% -% -35H

AC solenoid

Indicator Light
SOLb

B,

SOLa

@11 (Dia 0.43)

AC solenoid

O

C

| g68
(Dia 0.27)

I T 7 Ayt
70 \ . _| |_ 368 | @68
(2.76) a“;_"haﬁ";pfg;aﬁon o3 (Dia 0.27) 153 | T& | ®eo
) o | (5.24) oo (228)
@ (2.28) (10.48)
(7.00)
DIN Type AC solenoid
DFA-03- % - % -35
311 (Dia 0.43)
AC solenoid
63.9
(2.52)
+
L J— ,,,;,,,
i 3
T T
—— 103.5 ; T ——
! (.07) = AR
68 | 115 — e H
K Y I T(268)| (4.53) = S*OLL’””*[ﬁr”#'”*if’* ]
] 36 = i —J ¥
i (1 .l42) \ = - | i (1?'82) : |
70 , _| |_ 368 | #68
2.76) P T e sion o (Dia 0.27) 13 s | (Pa027)
1o (366) o | (5.24) 2o (228)
@ (2.28) (10.48)
(7.00)
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SOLENOID OPERATED
DIRECTIONAL VALVES

A@D DOFLLID.

For DFA/B-02-35 Series o
(3.86)
75 83 75
(0.30) 3.27) (0.30)
20 . 405 _,
(0.79) (159)
302 . 715 -
(1.19) (2.81)
215 o - 30 415 |
(0.85) (1.18) (1.63)
12.7 - 27 115
(0.50) _ 75 (1.06) (0.45)
12 075 _ (0.30) s
(0.47) (0.03) P . (0.45)
{0, © . o T [0t
; 7 Py ° ! ,® 275 1
229 (2)56'?) T B 70 ‘ (109435
3175 31 259 (0. ;
(25)(1.22)(192) folo 55 @7 ' ) ,«,ﬁ_;l arn
0P o | @) : "B A |
5.1 -L©)-- -- ] - P
(0.20) @ | © ©
4-37.5 4-89.5x1 75 4-PT 3/8"
(Dia 0.30) (Dia 0.37) 03
?5.5
4-M5x12 (Dia 0.22)
For DFA/B-03-35(H) Series
mog W 4-11 4-PT 3/8"
(0.47) (0.25) (Dia 0.43)
©
@) & ] .
| (0.20)
L O o
Iy | d | 30 g
: 7 . .
(4490 g; @70 g ( | ) i T 1 = ’ ’’’’’’ - - @i’?””f@” ;
(362) | (1.81) ) H— 4-M6x15 B | ‘JT »
9 0’/ (1.26)
L D),
H |
© © RN
16
B L 25 ] Al s
(0.08) % 0.98) 020)
4-617.5x10.8 16.7 L 35 _| 16 30 _|
(Dia 0.69) (0.66) (1.38) (0.63) (1.18)
11 e 27 .
(Dia 0.43) (1.06)
L 373 _|
(1.47)
(2).14?,) (2??3)4’ REMARK:
8 77 Extra T port available to reduce pressure drops.
(0.31) (3.03)
35 93
(0.12) (3.66)
100
(3.94)
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fE SOLENOID OPERATED
. DOFLLUID. DIRECTIONAL VALVES

DFA/B/C-02-35 Series
@ //I g\

Parts List Of DFA/B/C-02

A\ 1) Solenoid Guide 9) Steel-Ring 17) Hexagon Plug 25) Nameplate
%‘ 2) O-Ring 10) Spool 18) Spring 26) Screw
= 3) Coil ( For Joint Box Type) | 11) O-Ring 19) Spool 27) Nameplate

4) Armature( Tube) 12) Body 20) Body 28) Screw
5) O-Ring 13) O-Ring 21) Retainer 29) Coil ( For DIN Type)
6) Push Pin 14) Concave Pin 22) Joint Box 30) Connector
7) Spring 15) Spool 23) Screw 31) Screw
8) Retainer 16) O-Ring 24) Acrylic Cover 32) Coil ( For Lead Wire Type)

DFA/B/C-03-35 (H) Series ®\?
YN

a2l

Parts List Of DFA/B/C-03

9) Retainer 17) Spool 25) Screw
10) Spool 18) Retainer 26) Coil ( For DIN Type)
11) Body 19) Joint Box 27) Connector
12) O-Ring 20) Joint Box Screw 28) Screw
13) Concave Pin 21) Acrylic Cover 29) Coil ( For Lead Wire Type)
14) Spool 22) Nameplate
15) O-Ring 23) Screw
16) Hexagon Plug 24) Nameplate
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